
Technical DaTa WaRRanTY
Arlec guarantees this product in accordance with the 
Australian Consumer Law.
Arlec also warrants to the original first purchaser of 
this product (“you”) from a retailer that this product will 
be free of defects in materials and workmanship for a 
period of 12 months from the date of purchase; provided 
the product is not used other than for the purpose, or in 
a manner not within the scope of the recommendations 
and limitations, specified by Arlec, is new and not 
damaged at the time of purchase, has not been 
subjected to abuse, misuse, neglect or damage, has 
not been modified or repaired without the approval of 
Arlec and has not been used for commercial purposes 
(“Warranty”).  
If you wish to claim on the Warranty, you must, at your 
own expense, return the product, and provide proof 
of original purchase and your name, address and 
telephone number, to Arlec at the address below or the 
retailer from whom you originally purchased the product 
within 12 months from the date of purchase. 
Arlec will (or authorise the retailer to) assess any claim 
you may make on the Warranty in the above manner 
and if, in Arlec’s reasonable opinion, the Warranty 
applies, Arlec will at its own option and expense (or 
authorise the retailer to) replace the product with the 
same or similar product or repair the product and return 
it to you or refund the price you paid for the product. 
Arlec will bear its own expenses of doing those things, 
and you must bear any other expenses of claiming on 
the Warranty.
The Warranty is in addition to other rights and remedies 
you may have under a law in relation to the product to 
which the Warranty relates.
Our goods come with guarantees that cannot be 
excluded under the Australian Consumer Law.  You 
are entitled to a replacement or refund for a major 
failure and for compensation for any other reasonably 
foreseeable loss or damage.  You are also entitled to 
have the goods repaired or replaced if the goods fail to 
be of acceptable quality and the failure does not amount 
to a major failure.

For All Sales & Warranty Enquiries
Arlec Australia Pty. Ltd. ACN 009 322 105  
(“Arlec”) gives the Warranty.  
Building 3, 31 – 41 Joseph Street,  
Blackburn North, Victoria, 3130
Blackburn North LPO, P.O. Box 1065, Blackburn North, 3130
Customer Service: (03) 9982 5111  
Email: custservice@arlec.com.au

RECHARGEABLE

wled24

Specifications
Adaptor Rating Input: 230 -240Vac, 50 Hz 

Output : 12Vdc 1.2 Amps

Rechargeable 
Battery 

7.4 V 2200mAh Lithium – Ion 
Battery

Light Output 720 Lumens   

IP Classification IP44 

LED’s 24 Super bright surface 
mount type 5.6x3.0x0.9mm 
(Non Replaceable type )

Protective Shield Retangular Shape glass lens 
(205x142x4.8mm thick )

Construction
Enclosure Zinc / Aluminium Alloy 

Glass / Lens 5mm thick tempered safety 

Reflector 2.0mm bright metallic finish 

Colour Green 

CPIN002322

CPIN002322

©  This instruction leaflet is subject to copyright and must not be reproduced,
copied or otherwise used in any way or for any purpose without the consent
in writing of the owner, Arlec Australia Pty Ltd (A.C.N. 009 322 105).
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WARNINGS 
Do not open the worklight body, no user serviceable parts inside. Always use the adaptor supplied with the 

worklight to charge the batteries.  Any other adaptor used can damage the worklight. 

SAFETY INSTRUCTIONS 
When replacing the batteries dispose off completely the old batteries 

– do not attempt to open the case. Batteries contains chemicals 
which may harm our environment, please dispose of safely.

Arlec WLED24, rechargeable LED worklight is suitable for indoor or temporary outdoor use. The WLED24 is powered 
from high capacity 2.2Ah, sealed lithium-ion battery which will provide the unit with a long operating time. Adaptor 
used to charge the battery pack is supplied with the worklight can be plugged into a standard power point. 

inTRODUcTiOn
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chaRGinG ReplacinG The BaTTeRieS

USe OF WORKliGhT

TO OpeRaTe 
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Assemble the unit as shown in figure. 

Fix the lamp head support bracket to the H base stand 
using a bolt and threaded knob. 

Ensure that the threaded knob is tight and firmly holds 
the support bracket and base stand assembly. 

Toothed gears attached to the support bracket; allows 
the tilt adjustment of the worklight head. Using the 
carry handle tilt the lamp head to desired angle. 

The worklight can be operated in most weather conditions. However worklight is not totally 
waterproof. Do not immerse in water or other liquid.  
Excessive use in extreme weather conditions may cause failure.  
Never charge in wet conditions, the adaptor must always be subjected to indoor conditions.  
When not charging make sure you cover the charging socket with the rubber cap. 

The Arlec Rechargeable Worklight is switch on / off by depressing the push button switch on the rear 
of the unit. 

To replace the batteries unscrew the 4 battery housing screws 
located at the rear of the unit. 

Remove the battery from the housing by unscrewing the two 
screws and lifting the metal bracket .Unplug the battery and 
replace it with the replacement battery (Arlec Part number 
SS2307). Secure the battery to housing in the reverse order to 
above. 

•  Press push button located at 
the rear of the unit and the 
worklight will be turned on.  

•  To turn off the worklight 
press the push button again 
and the worklight will be 
turned off.

•  Adjust the worklight 
heat to desired 
angle with help of 
the carry handle. 

Adaptor supplied (1) with the kit is used to charge the battery. Adaptor can be 
plugged into any standard power point. 

Connect the other end of the adaptor to the charging socket mounted on the 
rear of the housing. Press the push button switch located at the rear of the 
housing and the adaptor will start charging the battery pack (2).   

While charging the charge LED indicator (3) will be red in colour which 
indicates the charger is charging the battery. Once the battery is completely 
charge the charge LED indicator on the rear of the housing will turn green. 
The average charge time with the battery fully discharged is around 3 hrs and 
the average run time with the battery fully charge is around 3hrs. 

When battery starts to become flat, the worklight will automatically turn off. 
Recharge the battery as soon as practicable. 

Note: When batteries are flat charge the batteries completely and then turn 
on the worklight. The worklight will not work on the adaptor so if the 
batteries are flat, you have to charge the battery first to use the worklight.  
It is always recommended to charge the batteries completely prior to storage

1. Power adaptor supplied

2. Rear view of charging  
socket and ON/OFF switch

BEFORE USE 
Before you can use your Arlec rechargeable  

worklight you must completely charge the battery 

CAUTION 
• Always recharge the battery prior to storage • Store in a cool area with low 
humidity • Recharge at least every 3-4 months even if not used in that period. 

IMPORTANT NOTES: 
•  Do not operate the unit under extreme temperatures and /or 

high humidity. 
• Keep away from direct sunlight 
• Do not use abrasive cleaners, clean with damp cloth 
•  Do not overcharge. Keep charging time less than  

30 hours continuously.
•  If the unit is to be stored for any length of time, charge  

unit before storing and then every 3-4 months to maintain 
battery life 

•  Ensure that the battery is charged promptly after it is flattened. 

3. LED indicator red (charging), 
green (charged) 
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