
Operating Instructions

PS799

To use PS799 with your portable device, 
you have to do three things.
1. Set the voltage switch
2. Check polarity (+ or -)
3. Use the correct connecting plug.

1. The Voltage Switch
Move the switch to the voltage specified 
for your equipment or, if this is not known, 
according to the marking on the 
re-chargable batteries it contains.
Round torch-type batteries are normally 
1.5 Volts; 
so four batteries = 6 Volts,
six batteries = 9 Volts, 
and eight batteries = 12 Volts.
NoTe: Set the required voltage before 
connecting the PS799 to your equipment.
Do not change the voltage while the unit 
is operating.

2. Polarity
The plug suitable for connection to  
the equipment should be selected and 
plugged onto the end of the lead.
The correct polarity may be selected by 

aligning the word “TIP” marked on the 
lead to the “+” or “-” marking on the end 
of the plug.
When “TIP” is aligned to the “+” the 
output plug has its tip or centre bore 
connected to the positive polarity.

Conversely, the tip or centre bore is 
negative polarity when “TIP” is aligned  
to the “-” marking.

Carefully check that the polarity is correct 
before connecting to your equipment.

3. Connecting Plugs
A range of six connecting plugs is provided 
to suit most small radios, tape recorders, 
calculators, etc. Choose the one that fits 
snugly into the adaptor socket on your 
equipment. If it does not have an adaptor 
socket arrange to have one fitted by your 
dealer.

Warning
Refer to instructions pertaining to your 
equipment to ensure correct polarity and 
voltage.
Do not attempt to use the plug pack unless 
you are certain that the voltage and polarity 
are correct at the output plug. excessive 
voltage or wrong polarity could damage 
your equipment. If you have any doubt ask 
your dealer to check it for you.

Specifications
Input: 230-240V 50Hz AC mains

output: 3, 4.5, 5, 6, 9 and 12 Volts

DC: Switch selectable

Current: 500mA maximum

For all Sales and Service enquiries  
Phone (03) 9727 8860  Fax 1300 350 650
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Plug Sizes
Male 3.5mm
Female outside Diameter Inside Diameter 
 5.5mm 2.1mm
 5.5mm 2.5mm
 5.5mm 1.5mm
 5.0mm 2.1mm
 3.5mm 1.35mm
 

Plug the PS799 into a power socket and 
switch on.
Most battery operated tape recorders, 
radios, calculators, etc., will use less than 
the 0.5 amp maximum rating of the plug 
pack. If in doubt, have your equipment 
checked by the retailer or a service 
organisation to ensure that an overload will 
not occur.

Multi-voltage 
Power Supply
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